
Volume II
Section 2.0.6
Revision 0
August 1, 1994
Page 1 of 1

2.0.6 SITING REQUIREMENTS FOR DRY ACID DEPOSITION
MONITORING EQUIPMENT

Sampling sites are selected to meet both representativeness and operational
criteria.  The representativeness criteria include:

1. A distance of at least 20 meters from trees.

2. A distance between the samplers and nearby obstacles which is at least
twice the height of the obstacle above the sampler inlet and a minimum of
2 meters.

3. Unrestricted air flow for a minimum arc of 270 degrees around the
sampler.

4. Point sources of gaseous and particulate emissions (i.e., vents and ducts)
should be absent from the support structure.

5. A distance from major highways and point sources of 1 kilometer or more.

6. A sampler inlet elevation of at least 1 meter above the support surface and
from 2 to 15 meters above ground level.

The operational criteria include:

1. A minimum of 50 amp electrical service with separate breakers for each
sampling unit.

2. Security from other than designated personnel.

3. Permission for use for a period of 5 years or longer.

These ambient sampling criteria are ideals which are often impossible to attain in
actual practice.  These requirements are more restrictive than those applied to
already existing sites such as those used to study stands of trees or to obtain urban
air quality data.

NOTE:     Siting criteria stated above are taken in text from the National Acid
Deposition Program (NADP).


